AMENDMENT NO. 2 JUNE 2012 
TO 
IS 15717 : 2006 ROAD VEHICLES — COMPRESSED 
NATURAL GAS (CNG) FUEL SYSTEM 
COMPONENTS — PETROL VALVE 
(AUTOMATIC/MANUAL) 


(First cover page and page 1) — Substitute the following for the existing 
title: 
‘HNRAT Alacer 
sh Teal — Asa wrpian se (Areetsh)/ sfact Velferaa sha 
(vorttsit) Suet wren o& Uea — Ueto ated (31elétfea/ Hage) 


Indian Standard 


ROAD VEHICLES — COMPRESSED NATURAL GAS (CNG)/ 
LIQUEFIED PETROLEUM GAS (LPG) FUEL SYSTEM 
COMPONENTS — PETROL VALVE (AUTOMATIC/MANUAL)’ 


(Second cover page, Foreword) — Add the following at the end of second 
para: 


“AIS 025: Safety and procedural requirements for type approval of LPG 
operated vehicles 


AIS 026: Code of practice for the use of LPG fuel in internal combustion engine 
to power 4 wheeled vehicles and heavy motor vehicles 


AIS 027: Code of practice for the use of LPG fuel in internal combustion engine 
to power 2 and 3 wheeled vehicles’ 


(Page 1, clause 1.1) — Substitute “CNG/LPG’ for ‘CNG’ 


(Page 1, clause 1.1.1) — Substitute “CNG/LPG’ for ‘CNG’ and 
“compressed natural gas/liquefied petroleum gas’ for ‘compressed natural gas’. 


Amend No. 2 IS 15717 : 2006 


[Page 1, clause 1.1.2(d)] — Substitute ‘CNG/LPG’ for ‘CNG’ 
(Page 1, clause 4.1) — Add the words ‘for 2 min’ after ‘room temperature’. 
(Page 1, clause 4.2.2) — Substitute the following for the existing: 


‘Immediately after the endurance test, the leakage test shall be conducted as 
per 4.1.’ 


(Page 1, clause 5.1) — Substitute the following for the existing: 


‘5.1 Each petrol valve shall be legibly and indelibly marked with the following: 


a) Manufacturers name, trade-mark or symbol; 
b) Part number or unique identification mark; and 
c) Inlet or outlet or direction of flow markings.’ 


[Page 2, clause 7(h)] — Substitute the following for the existing: 


‘Drawings with relevant dimensions and materials.’ 


(TED 26) eee Se ee be 
Reprography Unit, BIS, New Delhi, India 


